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24” Full HD monitor with VA panel

ProLite X2474HS - a 24” LED backlit LCD Screen featuring VA panel technology, guarantees accurate and consistent colour
reproduction with wide viewing angles. Triple input configuration (VGA, HDMI, DisplayPort) assures compatibility with many
platforms. A solid solution for both home and the office.

89°

VA Flicker free + Blue light
VA panel technology offers higher contrast, darker Finalni feSenim pro pohodli a zdravi vasSich o¢i. Monitory
blacks and much better viewing angles than standard TN bez problikdvani s funkci redukce modrého svétla,
technology. The screen will look good no matter what vyrazné snizuje napéti a Unavu zplsobenou blikanim a
angle you look at it. modrym svétlem produkovanou bé&znymi monitory.
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@ CHARAKTERISTIKA OBRAZU

Uhlopfi¢ka monitoru
Panel

Nativni rozliseni
Format obrazu

Jas

Kontrast

Pokro¢ily kontrast
Cas rekace (GTG)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflaiche H x B
Velikost bodu

Barva

23.6", 60cm

VA LED s matnou povrchovou Upravou

1920 x 1080 @75Hz (HDMI&DisplayPort, 2.1 megapixel Full HD)
16:9

250 cd/m?

3000:1

80M:1

4ms

horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dol(: 89°/89°
16.7min (sRGB: 99%; NTSC: 72%)

30 - 80kHz

521.3 x 293.2mm, 20.5 x 11.5"

0.272mm

matna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty

HDCP

Konektor pro sluchatka

@ VLASTNOSTI

Redukce modrého svétla
Flicker Free LED

Jazyky OSD

Kontrolni tlacitka

Nastavitelné parametry

Reproduktory
Vyhoda

@ MECHANICKE GASTI

Upravy polohy
Uhel naklonu

VESA

@ ZAHRNUTE PRISLUSENSTVI

Kabely

Ostatni

@ POWER-MANAGEMENT

VGA x1 (1920 x 1080 @60Hz)
HDMI x1 (1920 x 1080 @75Hz)
DisplayPort x1 (1920 x 1080 @75Hz)

ano

ano

ano

ano

EN, DE, FR, ES, IT, PT, RU, JP, NL, PL

Power, Menu, Scroll Up/Volume, Scroll Down/ ECO, Input

picture adjust (contrast, brightness, i-style Colour, ACR, ECO), OverDrive, X-Res
Technology), image settings (auto adjust, pixel clock, phase, H. position, V.
position, sharp and soft, aspect ratio), colour settings (gamma, 6-Axis, colour
temp.), OSD (OSD H. position, OSD V. position, OSD time, language), extra
(reset, DDC/CI, signal select, audio source, HDMI range, opening logo, LED,
information)

2x2W

Kensington-lock™ pfipraven, DDC/CI, DDC2B, Mac OSX

néaklon
21° nahoru; 2° doll

100 x 100mm

napéjeci, HDMI

uzivatelsky manual, instrukce bezpeénosti
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Napajeci zdroj: interni
Napajeni AC 100 - 240V, 50/60Hz
Odbér energie: 22W typisch, 0.4W odpocinek, 0.36W vypnuty

@ UDRZITELNOST

Predpisy CE, TUV-Bauart, EAC, RoHS support, ErP, WEEE, REACH
Energeticka tfida (Regulation (EU) 2017/1369) F
REACH SVHC nad 0.1% olova

@ ROZMERY / HMOTNOST

Rozméry vyrobku $ x V x D 546 x 403 x 199.5mm
Rozméry baleni S x V x D 610 x 140 x 400mm
Vaha (bez baleni) 3.7kg

EAN code 4948570116683
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VSechny ochranné znamky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu ISO-9241-307:2008
v oblasti po¢tu vadnych pixeld.
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