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34" panel UWQHD s dokovaci stanici USB-C a RJ45 (LAN)

Inspired by the curve of the human eye, the 1500R curved VA screen offers superb images along with a comfortable and
immersive viewing experience. Equipped with the KVM switch, the XCB3494WQSN enables you to connect multiple computers
which can be operated over one console (monitor, keyboard, mouse). The USB-C dock connector allows you to simplify your
workspace by using a single cable to both send the signal from your notebook to your monitor while charging the notebook
from the monitor. Additionally, if your monitor is connected to the Internet via a LAN cable, your notebook will automatically be
connected to the network.

The 150mm height-adjustable stand ensures you can adjust the screen position to your preferences, and the flicker-free panel

with blue light reducer function reduces eye fatigue.
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KVM SWITCH

USB-C Dock
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@ CHARAKTERISTIKA OBRAZU

Design

Uhloptiéka monitoru
Panel

Zakfiveni

Nativni rozliseni
Format obrazu

Jas

Kontrast

Pokro¢ily kontrast
Cas rekace (MPRT)
Uhel sledovani
Barevna podpora
Horizontalfrequenz
Arbeitsflache H x B
Velikost bodu

Barva

curved

34", 86.4cm

VA panel, matte finish

1500R

3440 x 1440 @120Hz (4.9 megapixel UWQHD, DisplayPort & USB-C)
21:9

300 cd/m?

3000:1

80M:1

0.4ms

horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dol(: 89°/89°
16.7mlIn (sRGB: 99%; NTSC: 93%)

30 - 185kHz

797.2 x 333.7mm, 31.4 x 13.1"

0.232mm

matna, ¢erna

@ ROZHRANI / KONEKTORY / OVLADANI

Vstupni porty

USB HUB

USB-C

USB-C DOCK

HDCP

Konektor pro sluchatka

RJ45 (LAN)

@ VLASTNOSTI

KVM switch

Redukce modrého svétla
Flicker Free LED
Adaptive Sync support
Extra

Jazyky OSD

Kontrolni tlacitka

Nastavitelné parametry

Reproduktory
Vyhoda

@ MECHANICKE GASTI

Upravy polohy

HDMI x1 (v.2.0, 3440 x 1440@ 100Hz)
DisplayPort x1 (v.1.2, 3440 x 1440@ 120Hz)

x3 (v. 3.2 (Gen 1, 5Gbit; DC5V, 900mA))

x1 (3440 x 1440@ 120Hz, PD 65W)

x1 (Power delivery 65W, LAN, USB v. 3.2 (Gen 1, 5Gbit))
ano

ano

x1

ano
ano

ano

HDMI: 3440 x 1440 @48-100Hz, DP / USB-C: 3440 x 1440 @48-120Hz
i-Style Colour

EN, DE, FR, ES, IT, PT, RU, JP, CZ, NL, PL

joystick controller: Push (Menu), Up, Down, Left (Eco), Right (Blue Light Reducer),
Input, Volume +, Volume -, Power

nastaveni obrazu (jas, kontrast, Eco, redukce modrého svétla, ACR, OD),
nastaveni barev (teplota barev, pfedvolba uzivatele, barva i-Style), OSD
(vodorovna poloha OSD, V. poloha OSD, oto¢eni OSD, OSD ¢as), jazyk, vyvolani,
rGzné (ostré a mekké, nastaveni rezimu videa, Uvodni logo, MST, USB BC, rozsah
RGB, informace), vybér vstupu, nastaveni zvuku (hlasitost, ztlumenti)

2x2W

Kensington-lock™ pfipraven, DDC2B

vyska, néklon
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Vyskové nastavitelné
Uhel naklonu
VESA

Systém spravy kabell

@ ZAHRNUTE PRISLUSENSTVI

Kabely

Ostatni

@ POWER-MANAGEMENT

Napajeci zdroj:
Napajeni

Odbér energie:

@ UDRZITELNOST

Predpisy

Energeticka tfida (Regulation (EU) 2017/1369)

REACH SVHC

@ ROZMERY / HMOTNOST

Rozméry vyrobku $ x V x D
Rozméry baleni S x V x D
Vaha (bez baleni)

Vaha (s balenim)

EAN code

150mm
23° nahoru; 5° dolli
100 x 100mm

ano

napajeci, USB, HDMI, DP, USB-C

uzivatelsky manual, instrukce bezpecnosti

interni
AC 100 - 240V, 50/60Hz

56W typisch, 0.5W odpocinek, 0.5W vypnuty

CE, TUV-Bauart, EAC, VCCI-B, PSE, RoHS support, ErP, WEEE, REACH, UKCA

G

nad 0.1% olova

809.5 x 431 (581) x 245.5mm
900 x 480 x 236mm

9.4kg

12.4kg

4948570121410
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4xM4 SCREW HOLE

1 / (VESAMOUNT)

VSechny ochranné znamky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu ISO-9241-307:2008
v oblasti po¢tu vadnych pixeld.
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