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VESA

Oslobodite svoj puni gejmerski potencijal uz pomo¢ brzog IPS GB2770HSU Red Eagle-
a

Osigurajte prednost medu konkurencijom koja Vam je potrebna da oslobodite svoj puni igracki potencijal sa 27" GB2770HSU
koji nudi 0.8ms MPRT i brzinu osvezavanja od 165Hz. Naoruzani sa FreeSync Premium-om mozete donositi odluke u sekundi
i zaboraviti na efekte gostinga ili probleme sa razmazivanjem. Moguénost podesavanja svetlih i tamnih nijansi pomoc¢u Black
Tuner-a pruza veée performanse sagledavanja u zasen¢enim delovima, a IPS tehnologija panela garantuje vrhunski kvalitet

slike. Zahvaljujuéi postolju podesivom po visini, mozete lako da prilagodite poloZaj ekrana svojim Zeljama kako biste obezbedili
udobnost tokom maratonskih sesija igara.

Premium *
Brzi IPS FreeSync™ Premium Tehnologija
Brza IPS tehnologija panela garantuje Vam ne samo Ovaj monitor garantuje nisku ulaznu latenciju i nizak
verodostojnost prikaza, Zivopisne scene bojnog polja framerate, ¢ime se preventiraju bilo kakvi prekidi na bilo
prikazane sa izvanrednom tacno$¢u boja, veé takode kojem framerate-u.
pruza izvanredno vreme odziva pokretne slike od 0,8 ms

(MPRT).
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@ KARAKTERISTIKE EKRANA

Dijagonala

Panel

Osnovna rezolucija
Osnovna rezolucija
Format ekrana
Osvetljenje

Staticki kontrast
Napredni kontrast
Vreme odziva (MPRT)
Zona gledanja
Podrzane boje
Horizontalna sinhronizacija
Vidljiva povrsina S x V
Razmak piksela

Boja
@ KONEKTORI / KONTROLE

Ulaz signala

USB HUB
HDCP

Priklju¢ak za slusalice

@ KARAKTERISTIKE

Smanjeno emitovanje plave svetlosti
Bez treperenja

Adaptive Sync podrska

OSD jezici
Kontrolni tasteri

Korisnicke kontrole

Zvucnici

Pogodnost

@ MEHANIGKI

Podesavanje polozaja prikaza
Podesavanje visine

Rotacija (PIVOT funkcija)
Okretno postolje

Ugao nagiba

27", 68.6cm

Brzi IPS IGZO, mat zavr$na obrada

1920 x 1080 @165Hz (2.1 megapixel Full HD, DisplayPort)
165Hz

16:9

250 cd/m?

1100:1

80M:1

0.8ms

horizontalno/vertikalno: 178°/178°, desno/levo: 89°/89°, gore/dole: 89°/89°
16.7miliona 8bit

15 - 195KHz

598 x 336.5mm, 23.5 x 13.2"

0.311mm

mat, crna

HDMI x1 (max. 1920 x 1080 @144Hz)
DisplayPort x1 (max. 1920 x 1080 @165Hz)

x2 (v.2.0 DC5V, 500mA)
da
da

da
da

FreeSync Premium - HDMI: 1920 x 1080 @48-144Hz, DP: 1920 x 1080 @48-
165Hz

EN, DE, FR, ES, IT, PT, RU, JP, CZ, NL, PL
Izbor signala / izlaz, + / jadina zvuka, - / i-Stile boja, meni, Uklju¢ivanje

podesavanije slike (kontrast, osvetljenost, overdrive, ACR, ECO, reduktor plavog
svetla, Black Tuner, MBR, gama), izbor ulaza, podeSavanje zvuka (jacina zvuka,
isklju€ivanje zvuka), ¢uvanje korisnic¢kih podeSavanja, podeSavanja boje
(temperatura boje, 6-osovina, korisni¢ka podesavanija), podesavanije slike (i-Stile
boja, X-Res tehnologija, ostro i meko, HDMI opseg, rezim direkine voznje,
podesavanje video rezima), jezik, meni za podesSavanje (OSD H. pozicija, OSD V.
pozicija, OSD vreme izlaz, logo otvaranja, AMD FreeSinc Premium, LED), prikaz
informacija, resetovanje

2x2W
Kensington-lock™ priprema, DDC2B, Mac OSX

visina, nagib, pivot (rotacija u obe strane)
150mm

90°

90°; 45° levo; 45° desno

283° gore; 5° dole
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VESA montiranje

Sistem upravljanja kablovima

@ UKLJUGENI DODACI

Kablovi

Ostalo

@ UPRAVLJANJE NAPAJANJEM

Napajanje

Potrosnja energije

@ ODRZIVOST

Propisi

Klasa energetske efikasnosti (Regulation
(EU) 2017/1369)

REACH SVHC

@ DIMENZIJE / TEZINA

Dimenzije proizvoda S x V x D
Dimenzije kutije S x Vx D
Tezina (bez kutije)

Tezina (sa kutijom)

EAN kod

100 x 100mm
da

Strujni kabl, USB, HDMI, DP

kratko uputstvo, bezbednosni vodi¢

interna

% 1W tipi¢no, 0.5W stand by, 0.3W iskljucen

CE, TUV-Bauart, EAC, PSE, RoHS podrska, ErP, WEEE, VCCI, REACH, UKCA

E

iznad 0.1%: Olova

612.5 x 406(556) x 252mm
690 x 455 x 168mm

5.4kg

7.5kg

4948570121403

214.0

4xM4 SCREW HOLE

100.0

[(VESAMOUNT)

175.5

343.0
367(0

406.0 (556.0)
409.0

=
7
' 100.0

634.5 (679.5)
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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