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50" profesionalni displej pro digitalni znaceni, s 4K UHD rozliSenim

This high brightness display will deliver dynamic and sharp content, designed to entice and captivate your audience. The slim
bezel and true commercial display with a 4K UHD resolution (3840x2160), 700cd/m?2 and a contrast ratio of 4000:1 provides
vibrant, detailed and sublime images. Thanks to on-board Android 9.0 you can easily customize the display by installing
applications directly to it and makes it the perfect choice for Digital Signage, In-store communication and messaging.

Designed to perform in continual, around the clock environments, the LH5070UHB can be installed and utilised in landscape
and portrait orientation. The jaw dropping and best-in-class 30mm total depth (when used with the included proprietary
brackets) will mean this display can be installed discreetly and elegantly in all areas.

Zero-Gap Wall Mount

Style commercial interiors with Ultra Slim line displays
and portray them like smart artwork, using the included
Zero-Gap wall mount brackets.

Ultra Slim

With 50 percent depth saving over similar models, the
jaw-dropping and best in class 30mm total depth display
can be installed discretely and elegantly in all areas.
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@ CHARAKTERISTIKA OBRAZU

Design Thin bezel

Uhlopricka monitoru 49.5" 125.7cm

Panel VA, haze 2%

Nativni rozliSeni 3840 x 2160 @60Hz (8.3 MegaPixels 4K UHD)
Format obrazu 16:9

Jas 700 cd/m?

Kontrast 4000:1

Cas rekace (GTG) 8ms

Uhel sledovani horizontalni/vertikalni: 178°/178°, na parvo/na lefo: 89°/89°, nahoru/dolG: 89°/89°
Barevna podpora 1.07B 10bit (8bit + Hi-FRC)
Horizontalfrequenz 28 - 135kHz

Arbeitsflache H x B 1095.8 x 616.4mm, 43.1 x 24.3"

Sitka ramecki (strany, nahore, dole) 1Tmm, TTmm, TTmm

Velikost bodl 0.285mm

Barva ramecku cerna, matna

@ ROZHRANI / KONEKTORY / OVLADANI

Digitalni vstupni porty HDMI x2 (v.2.0, max. 3840x2160 @60Hz)
Ridici vstup monitoru RS-232c¢ x1 (2.5mm mini jack)
RJ45 (LAN) x1
IR x1 (3.5mm stereo mini)
Audio Out Mini jack x1 (3.5mm - stereo)
HDCP v.2.3
USB ports X2 (v.2.0)
@ VLASTNOSTI
Integrovany software Android 0S 9.0 (Full HD), iiWare
Hardware CPU: A53*2, quad core 1.5G, GPU: Mali G51 MP2, Memory: 3GB DDR4, Storage:
32GB eMMC
Max. provozni doba 24/7
Anti image retention ano
Prehravani médii ano
Ramecek metal
@ OBECNE
Jazyky OSD EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL
Kontrolni tlacitka Power
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Nastavitelné parametry

Plug&Play

@ MECHANICKE CASTI

Orientace
Bezventilatorovy design
VESA

Rozsah provozni teploty
Rozsah teploty v klidu
MTBF

@ ZAHRNUTE PRISLUSENSTVI

Kabely
Prirucky

Ostatni

Dalkové ovladani

@ POWER-MANAGEMENT

Napdjeci zdroj:
Napajeni

Odbér energie:

@ UDRZITELNOST

Predpisy
Energeticka tfida (Regulation (EU) 2017/1369)

@ ROZMERY / HMOTNOST

Rozméry vyrobku § x V x D
Rozméry baleni $ x V x D
Vaha (bez baleni)

Vaha (s balenim)

EAN code

picture (brightness, contrast, sharpness, black level, tint, color, noise reduction,
gamma selection, color temperature, color control, smart power, over scan, picture
reset), screen (H. position, V. position, clock, clock phase, zoom mode, custom
zoom, auto adjust, screen reset), Audio (balance, treble, bass, volume, audio out,
maximum volume, minimum volume, mute, audio source, audio reset, audio out
sync), configuration 1 (switch on state, panel saving, RS232-routing, boot on
source, configuration 1 reset, factory reset), Configuration 2 (OSD turn off, OSD H-
Position, OSD V-position, rotation, information OSD, logo, monitor ID, monitor
information, HDMI version, configuration 2 reset), Advanced option (IR control,
Power LED light, keyboard control, off timer, date and time, schedule, language,
0OSD transparency, power save, SDM settings, FailOver, advanced option reset),
android settings (ethernet, signage display, system tools, apps, display, security,
date & time, developer options, about)

DDC2B

horizontalni, vertikalni

ano

400 x 400mm

0°C-40°C

-20°C-60°C

50.000 hours (bez podsviceni)

napdjeci, USB, HDMI, RS-232c, IR-Extender
uzivatelsky manual, instrukce bezpecnosti

Konzole pro montaz na zed, Samolepky na otvory pro Srouby, Lepici spony pro
spravu kabell

ano (vCetné baterie)

externi
DC24V
95W typisch, 0.5W odpocinek, 0.3W vypnuty

CE, TUV-Bauart, RoHS support, ErP, WEEE, REACH, UKCA

G

1122.2. x 643 x 30mm
1265 x 774 x 163mm
16kg

20.3kg
4948570120505
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ProLite LH5070UHB

4xM6 SCREW HOLE

1122.0mm/44.2" / (VESAMOUNT)
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Vsechny ochranné znamky jsou registrovany a chranény. Vyhrazené pravo na zmény. Veskeré ploché panely LCD splriuji normu 1S0-9241-307:2008 v
oblasti poctu vadnych pixeld.
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