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55" 4K UHD professional digital signage display with advanced control and connectivity
options

Elevate your visual communication with the LH5560UHS-B1AG and unlock the new possibilities for your business. This
500cd/m? high brightness display is a powerful business tool that takes your marketing and communication efforts to the next
level. With its Android 11 OS, iiSignage? content management software, Signal FailOver and EShare features, this display offers
a straightforward user experience, making content creation, management, and sharing a breeze.

This ELED VA display consumes significantly less power compared to DLED IPS while maintaining the same level of brightness.
Its versatile orientation, sleek design, and 24/7 reliability ensure it seamlessly integrates into any business environment.
Whether it's used in retail, corporate, hospitality, or educational settings, the LH5560UHS -B1AG will undoubtedly captivate your
audience and leave a lasting impression.

iiSignage*

Android OS iiSignage?
Az Android 0S-nek kdszonhetéen a kijelz6 kdnnyedén iiSignage? is our digital signage content management
testre szabh6 az On igényeinek megfeleléen dgy, hogy platform to easily show and control your content and to
kozvetlendl telepit ra alkalmazdasokat. manage your displays in a secure way. The Content

Management System (CMS) gives you total control of
your messaging and advertising remotely and safely.
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https://iiyama.com/gl_en/eshare

@ KIJELZO JELLEMZOI

Dizajn

Atlo

Panel

Nativ felbontas
Képarany

Fényeré

Statikus kontraszt
Valaszidé6 (GTG)
Latotér

Szin tamogatas
Horizontalis szinkronizalas

Lathato teriilet Sz x M

Kava szélessége (oldal, felsd, also)

Pixel magassag

Kava szine és feliilete

Vékony kava

54.6",139cm

VA, AG coated glass, matte finish, hard coating (3H), haze 25%
3840 x 2160 @60Hz (8.3 MegaPixels 4K UHD)

16:9

500 cd/m?

4000:1

6.5ms

horizontalis/vertikalis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
1.07G (8 Bits+FRC) (NTSC 87%)

28 - 160kHz

1209.6 x 680.4mm, 47.6 x 28.8"

13.3mm, 13.3mm, 15.3mm

0.315mm

fekete, matt

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Digitalis jelbemenet
Audio bemenet

Monitor vezérl6 bemenet

Audio kimenet

HDCP
USB portok

@ JELLEMZOK

Beépitett szoftver

WiFi

Hardver

Extra

Max. non-stop iizemid6
Anti képmegorzés
Média lejatszas

Haz (kava)

@ ALTALANOS

Képernyén megjelend nyelvek

Vezérlégombok

HDMI x3 (v.2.0, max. 3840x2160 @60Hz)
Mini jack x1 (3.5mm)

RS-232c¢ x1 (2.5mm sub-mini jack)
RJ45 (LAN) x1
IR x1 (3.5mm stereo mini)

Mini jack x1
Hangszo6rdk 2 x 10W

v.1.4&2.2
x2 (v.2.0)

Android 11 0S, iiSignage?, FailOver, EShare

igen (Built-in, 802.11ac)

CPU: A53*4, GPU: G52 MP2, RAM: 2GB, ROM: 16GB
Wall mounting kit included (VESA 300x400mm)
24/7

igen

igen

fém (el6l)

EN, DE, FR, ES, IT, CN, RU, JP, CZ, NL, PL

Power button, Power Indicator, Remote Sensor
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Felhasznalo6i vezérlék

Plug&Play

@ MECHANIKUS

Tajolas

Ventilator nélkiili kialakitas

VESA allvany

Miikodési hdmérséklet tartomany
Tarolasi hdmérséklet tartomany

MTBF

@ TARTOZEKOKAT TARTALMAZZA

Kabelek
Utmutaték

Egyéb
Taviranyité
@ ENERGIAGAZDALKODAS

Tapegység
Aramellatas
Energiafogyasztas

Aramfogyasztas

@ FENNTARTHATOSAG

ElGirasok

Energiahatékonysagi osztaly ((EU) 2017/1369
rendelet)

@ MERETEK / SULY

Termék méretei Sz x H x M
Doboz mértei SzxHx M
Stily (doboz nélkiil)

Suly (dobozzal)

EAN kod

picture (brightness, contrast, sharpness, black level, tint, colour, noise reduction,
gamma selection, colour temperature, colour control, over scan, picture reset),
screen (zoom mode, custom zoom, screen reset), Audio (balance, treble, bass,
volume, audio out, maximum volume, minimum volume, mute, audio out sync,
speaker setting, audio reset), configuration 1 (switch on state, panel saving,
RS232-routing, boot on source, WOL, configuration 1 reset, factory reset),
Configuration 2 (OSD timeout, OSD H-Position, OSD V-position, system rotation,
information OSD, logo and animation logo setting, animation setting, monitor ID,
monitor information, HDMI version, configuration 2 reset), advanced option (IR
control, off timer, schedule, HDMI with one wire, HDMI with one wire power off,
FailOver, language, OSD transparency, power saving, advanced option reset),
Android settings (network & internet, apps & notifications, display, signage display,
security, language & input, date & time, about device)

DDC2B

tajkép, portré
igen

300 x 400mm
0°C-40°C
-20°C-60°C

50.000 o6ra (kivéve hattérvilagitas)

aramellatas, HDMI, RS-232c¢
gyors lizembe helyezési Gtmutato, biztonsagi Utmutato

Wall mount bracket, Wall mount guide, Screws, Screw anchors, Stickers for screw
holes

igen (elemeket tartalmazza)

belsé
AC 100 - 240V, 50/60Hz
89W jellemz6, 0.5W készenlét

0.5W készenlét

CB, CE, TUV-Bauart, EAC, RoHS témogatas, ErP, WEEE, HATOTAVOLSAG, UKCA
G

1239.7 x 712.5 x 38.6mm
1390 x 850 x 136mm
17.6kg

22.9kg

4948570122301
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1240.0 4xM5 SCREW HOLE
12130 210 (VESA MOUNT)
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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