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27” PCAP 10pt touch screen featuring IPS panel technology and Anti Glare coating

With its Full HD (1920x1080) resolution and accurate Projective Capacitive 10 point touch technology, the ProLite T2754MSC-
B1AG delivers seamless and accurate touch response. Featuring IPS LCD screen technology, it offers exceptional colour
performance and wide viewing angels, making it a perfect choice for a vast array of interactive applications. The Anti Glare
coating helps to avoid issues with reflections and external light sources affecting colour reproduction, contrast and sharpness.
Its flexible stand can be positioned at several angles creating a comfortable and ergonomic user experience. The ProLite
T2754MSC-B1AG is the ideal solution for interactive signage, instore retail, POS and interactive presentations.

CAPACITIVE TOUCH
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@ KIJELZO JELLEMZOI

Dizajn

Atlé

Panel

Nativ felbontas
Képarany

Fényeré

Statikus kontraszt
Specialis kontraszt
Valaszidé (GTG)
Latotér

Szin tAmogatas
Horizontalis szinkronizalas
Lathato teriilet Sz x M
Pixel magassag

Kava szine és fellilete

@ ERINTOKEPERNYO

Erint6képernyés technologia
Erint6pontok

Erintés pontossaga

Erintési mod

Erint6képernyd interfész

Tamogatott operacios rendszerek

Ultravékony kava

27", 68.6cm

IPS LED, AG surface finish

1920 x 1080 @60Hz (2.1 megapixel Full HD)
16:9

300 cd/m?

1000:1

80M:1

4ms

horizontalis/vertikalis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
16.7mIn 8bit

30 - 83kHz

597.89 x 336.31mm, 23.5 x 13.2"

0.311mm

fekete, matt

projektiv kapacitiv

10 (HID, only with supported OS)
+-2mm

ceruza, Ujj, kesztyU (latex)

usB

Minden iiyama monitor Plug & Play funkcioval rendelkezik, és kompatibilis a
Windows és a Linux rendszerekkel. Az érint6képernyés modellek altal tAmogatott
operacios rendszerekre vonatkozé részletes informaciok a letdltések részben
talalhat6 illeszt6program-fajlban talalhatok.

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Analog jelbemenet
Digitalis jelbemenet

Audio kimenet

HDCP
USB HUB

@ JELLEMZOK

OSD billentytizar

@ ALTALANOS

Képernyén megjelené nyelvek
Vezérl6gombok

Felhasznaloi vezérl6k

VGA x1
HDMI x1

Mini jack x1
Hangszo6rok 2 x 2W

igen

x1 (v.3.2 (Gen 1, 5Gbit))

igen

EN, DE, FR, ES, IT, PT, RU, JP, NL, PL
Power, Menu, + / Volume, - / Eco, Select / Exit

Picture adjust (brightness, contrast, Eco, i-Style Color, adv. contrast), Geometry
(pixel clock, phase, horizontal position, vertical position, aspect), Color settings
(gamma, color temp), OSD (OSD horizontal position, OSD vertical position, OSD
time, language, auto power off, touch wake up), Extra (reset, signal select, audio
input, opening logo, LED, Overdrive, Information, volume, auto adjust)
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Convenience
Kékfény csokkentés
Villogasmentes

Plug&Play

@ MECHANIKUS

Magassag beallitasa
Hajlasszog

VESA allvany

MTBF

@ TARTOZEKOKAT TARTALMAZZA

Kabelek

Utmutatok

@ ENERGIAGAZDALKODAS

Tapegység
Tapellatas
Energiafogyasztas

Aramfogyasztas

@ FENNTARTHATOSAG

El6irasok

Energiahatékonysagi osztaly ((EU) 2017/1369
rendelet)

REACH SVHC

@ MERETEK / SULY

Termék méretei Szx Hx M
Doboz mértei Sz x Hx M
Suly (doboz nélkiil)

Suly (dobozzal)

EAN koéd

Kensington-lock™ el6készitve
igen
igen

DDC2B

297,5mm
5° fel; 90° le
100 x 100mm

50000 éra (kivéve hattérvilagitas)

aramellatas, USB, HDMI

gyors (izembe helyezési Utmutato, biztonsagi Utmutatod

kulsé

DC 19V

27W jellemzé, 0.5W készenlét, 0.3W kikapcsolva
0.5W készenlét

CE, EAC, RoHS tamogatas, ErP, WEEE, HATOTAVOLSAG, UKCA

F

0,1% felett: Vezet

612 x418.5x 121mm
688 x 477 x 204mm
6.6kg

8.4kg
4948570118632
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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