PROLITE TF2238MSC-B1

21 .5” iivama 21 _5” iivama

2" ) 5” iivama

21.5” 10pt Optical Bonded PCAP Open Frame Touch monitor with IPS panel
technology, edge-to-edge glass design, anti-fingerprint coating and metal housing

The Full HD (1920x1080) Open Frame monitor ProLite TF2238MSC-B1 with IPS panel technology offers exceptional colors
and wide viewing angles. The Optical Bonded Projective Capacitive (PCAP) 10-point touch technology ensures a seamless
and accurate touch response and a lower light reflection, in addition, the display is protected against humidity and potential
moisture development. A robust metal housing and a scratch-resistant 7H edge-to-edge glass with anti-fingerprint coating
make the monitor particularly suitable for integration in demanding environments. The monitor meets also a IPX1 protection
rating, making it waterproof for a period of time against dripping water. The ProLite TF2238MSC-B1 can be used in landscape,
portrait and face-up orientation. A perfect solution for kiosk systems, retail and interactive digital signage installations.

IPS TECHNOLOGY

STANDARD OPTICAL BONDING

Optical bonded PCAP

The optical bonded projective capacitive (PCAP) touch
technology reduces the air gap between the touch layer
and the display making the touch response more
accurate. It improves also the visual quality by reducing
reflections and glare. In addition the display is protected
against dust and potential moisture development.
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@ KIJELZO JELLEMZOI

Dizajn

Atlé

Panel

Nativ felbontas
Képarany
Fényeré
Fényer6sség
Fényateresztés
Statikus kontraszt
Valaszid6 (GTG)
Latotér

Szin tAmogatas
Horizontalis szinkronizalas

Lathato teriilet Sz x M

Kava szélessége (oldal, felsd, also)

Pixel magassag

Kava szine és fellilete

@ ERINTOKEPERNYO

Erint6képernyés technologia
Erint6pontok
Erintési mod

Erint6képernyé interfész

Tamogatott operacios rendszerek

Széltél szélig éré tiveg, Open Frame
21,5", 54.5cm

IPS

1920 x 1080 (2.1 megapixel Full HD)
16:9

600 cd/m?

525 cd/m? érintéssel

87%

1000:1

5ms

horizontalis/vertikalis: 178°/178°, jobb/bal: 89°/89°, fel/le: 89°/89°
16.7min

30 - 83kHz

479 x 260mm, 20.2 x 11.8"

17mm, 19.8mm, 19.8mm

0.249mm

fekete, matt

kotott PCAP

10 (HID, only with supported OS)
ceruza, Ujj, kesztyU

USB

All iiyama monitors are Plug & Play and compatible with Windows and Linux. For
details regarding the supported OS for the touch models, please refer to the driver
instruction file available in the downloads section.

@ INTERFESZEK / CSATLAKOZOK / VEZERLOK

Digitalis jelbemenet

Audio kimenet
HDCP
USB HUB

Uveg vastagsaga
Uveg keménysége
60950 Ball drop teszt
Viz- és porvédelem
Haz (kava)

OSD billentytizar

@ ALTALANOS

HDMI x1
DisplayPort x1

Hangszo6rok 2 x 2W
igen

x2 (USB3.2 Gen 1 (5Gbps, 5V, 900mA))

Optical bonding PCAP, metal housing, anti fingerprint coating, water proof touch
function

3.6mm

7H

igen

IP1X (el6l)
fém

igen
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Képernyén megjelend nyelvek
Vezérl6gombok

Felhasznaloi vezérl6k

Kékfény csokkentés

Plug&Play

@ MECHANIKUS

Tajolas
Ventilator nélkiili kialakitas

VESA &llvany

@ TARTOZEKOKAT TARTALMAZZA

Kabelek
Utmutatok

Kabel takaro

@ ENERGIAGAZDALKODAS

Tapegység
Aramellatas
Energiafogyasztas

Aramfogyasztas

@ FENNTARTHATOSAG

El6irasok

Energiahatékonysagi osztaly ((EU) 2017/1369
rendelet)

REACH SVHC

m MERETEK / SULY

Termék méretei Szx Hx M
Doboz mértei Sz x Hx M
Suly (doboz nélkiil)

Suly (dobozzal)

EAN kod

EN, DE, FR, CN, RU, JP, NL, PL

Menu, Scroll up/ Eco, Scroll down/ Volume, Enter/ Input select, Power

Picture adjust (brightness, contrast, i-Style color, adv. contrast, ECO mode, OD, X-
Res), color settings (gamma, RGB range, color. temp.), image settings (video
mode adjust, blue light reducer, sharp & soft), OSD (H. pos., V. pos., time,
background, rotate, language, display information), extra (reset, DDC/CI, signal

select, volume, mute, led, opening logo, touch switch)
igen

DDC2B

tajkép, portré, oldalaval felfelé
igen

100 x 100mm

aramellatas, USB, HDMI
gyors (izembe helyezési Utmutato, biztonsagi Utmutatd

igen

belsd
AC 100 - 240V, 50/60Hz
17W jellemzd, 1.5W készenlét, 0.3W kikapcsolva

1.5W készenlét

CE, TUV-Bauart, EAC, RoHS tamogatas, ErP, WEEE, HATOTAVOLSAG, UKCA

D

0,1% felett: Vezet

512.5 x 300 x 47mm
572 x 364 x 112mm
5.1kg

6.4kg
4948570121618
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All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-

307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED

24.04.2024 18:44:25



